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        GENERAL PURPOSE RECTIFIERS 1.0AMP SILICON RECTIFIERS
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FEATURES
* Low forward voltage drop

* High current capability

* High reliability

* High surge current capability

MECHANICAL DATA
* Case: Molded plastic
* Epoxy: UL 94V-0 rate flame retardant

* Lead: Axial leads, solderable per MIL-STD-202,

method 208 guranteed
* Polarity: Color band denotes cathode end

* Mounting position: Any

Weight: 0.34 grams*

����� ; 9(-#5)(1 -� � 9�H -61 -''"3(1 )(2()#( 2 "�-/(  0 >%� 2 "�#

9-<3&5& �(,5))(6� �(-. �(2()#( � "�-/(

9-<3&5& �9� � "�-/(

9-<3&5& :� F" ,.36/ � "�-/(

9-<3&5& 	2()-/( � )+-)1 �(,�303(1 �5))(6�
-� �	 K LA �

�(-. � )+-)1 �5)/( �5))(6� M%� &# #36/"( 4-"0 #36(�+-2(
#5'()3&' #(1  6 )-�(1 " -1 IN�:�� 9(�4 1J

�'()-�36/ -61 �� )-/( �(&'()-�5)( �-6/(

�G9F�


���9

�:�

��

���9

�NB ����

��9� � "�#

� "�#

� "�#

	&'#�%�

��

�CA � O �LA

	&'#

��

$����

�8'3,-" �4()&-" �(#3#�-6,( � � N 	 A� ��P?

-� �-�(1 :� F" ,.36/ � "�-/(

9-<3&5& �5"" 
 -1 �(2()#( �5))(6� 	2()-/(B �5"" �8,"(
%�LAQI=%A&&J "(-1 "(6/�4 -� � 
 K LA �

��

��

�%�
A%�

�� 5	&'#

5	&'#
9-<3&5& :� �(2()#( �5))(6�
9-<3&5& �6#�-6�-6( 5# � )+-)1 � "�-/( -� �%�	 :� � "�#

R�	 K !A �
R�	 K ��� � A��

�8'3,-" N56,�3 6 �-'-,3�-6,( I� �(J �N �A '�

FG��� �9A�� �9A�C �9A!�

���� �C�� �M�� !���

=�� ���� �AC� �>��

���� �C�� �M�� !���

1 of 2



BY127M/BY133/EM513

GENNERAL PURPOSE RECTIFIERS

E-mail: sales@taychipst.com Web Site: www.taychipst.com

 

 
        1.0AMP SILICON RECTIFIERS

2 of 2

�	���� 	�: ��	�	��������� �$���� IFG��� ���$ �9A!�J




