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Part Name
ADG774ABCPZ-REEL



Description
0.3-6V; 556mW; low voltage 400MHz quad 21 mux with 3ns switching time
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GENERAL DESCRIPTION
The ADG774A is a monolithic CMOS device comprising four 2:1 multiplexer/demultiplexers with high impedance outputs. The CMOS process provides low power dissipation yet offers high switching speed and low on resistance. The on resistance variation is typically less than 0.5 Ω over the input signal range.The bandwidth of the ADG774A is typically 400 MHz and this, coupled with low distortion (typically 0.3%), makes the part suitable for switching of high speed data signals.
The on resistance profile is very flat over the full analog input range ensuring excellent linearity and low distortion. CMOS construction ensures ultralow power dissipation. The ADG774A operates from a single 3.3 V/5 V supply and is TTL logic-compatible. The control logic for each switch is
shown in the truth table (see Table 5).
FEATURES
Bandwidth: >400 MHz
Low insertion loss and on resistance: 2.2 Ω typical
On resistance flatness: 0.3 Ω typical
Single 3 V/5 V supply operation
Very low distortion: <0.3%
Low quiescent supply current: 1 nA typical
Fast switching times
tON= 6 ns
tOFF= 3 ns
TTL-/CMOS-compatible
Pb-free packages
16-lead QSSOP
16-lead 3 mm × 3 mm body LFCSP
SINGLE SUPPLY
VDD= 5 V ± 10%, GND = 0 V, all specifications TMINto TMAX, unless otherwise noted.
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PI3L100

3.3V, wide bandwidth quad 21 mux/demux lan switch


View


Pericom Semiconductor




SY100E167

6-BIT 21 MUX-REGISTER


View


Micrel




M68710UL

380-400MHz, 6V, 2W, FM PORTABLE RADIO


View


MITSUBISHI ELECTRIC 




BAT43WS

Low Forward Voltage Drop Fast Switching Time


View


SHENZHEN YONGERJIA INDUSTRY CO.,LTD




BAT43WS

Low Forward Voltage Drop Fast Switching Time
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SHIKE Electronics




PI5L100

Wide Bandwidth Low Voltage LanSwitch Quad 2:1 MUX/DEMUX
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Pericom Semiconductor Corporation




PI5L100

Wide Bandwidth Low Voltage LanSwitch Quad 2:1 Mux/Demux
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Pericom Semiconductor




EL4332C

Triple 21 300 MHz Mux-Amp AV=2
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Elantec -> Intersil




MAX4112

Single/Dual/Quad, 400MHz, Low-Power, Current Feedback Amplifiers  ( Rev : 1997 )
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Maxim Integrated




ADM696

0.3-6V; 600mW; microprocessor supervisory circuit. For microprocessor systems, computers, controllers
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