







[image: datasheetbank_Logo]


 Integrated circuits, Transistor, Semiconductors Search and Datasheet PDF Download Site 







Part Name
Description









HOME  >>>  Clare Inc  => IXYS  >>> TA-1.0 PDF



TA-1.0 Datasheet - Clare Inc  => IXYS


[image: TA-1.0 image]




Part Name
TA-1.0



Description
HIGH-ENERGY TRIGGERED SPARK GAPS




Other PDF
  no available.



PDF

DOWNLOAD     



page
3 Pages



File Size	
65.8 kB



MFG CO.
[image: Clare]
Clare Inc  => IXYS [image: Clare]








  






DESCRIPTION
CP Clares Triggergaps are high-energy spark gaps that are capable of switching stored energy in a fraction of a microsecond. Triggergaps require no standby power, are extremely rugged, and require only a low-energy, high voltage triggering pulse. The miniature TA series (1-15kV) provides switching capability for pulses with energy content as high as 50 joules. The larger TB series (2.5-25 kV) will reliably switch pulses with up to 300 joules of energy. The TG-221 to 226 (1-60 kV) can switch pulses with energy contents of up to 6000 joules and feature adjustable self-breakdown voltages.
FEATURES
■ Tight self-breakdown voltage tolerance
   (±10%;TA & TB series)
■ Adjustable self-breakdown voltage
   (TG-221 to TG-226)
■ Rugged ceramic-metal construction
■ Refractory metal electrodes
■ Corrosion-resistant stainless steel
   external surfaces (TB series)
APPLICATIONS
■ High current surge generators
■ Exploding bridge wire systems
■ Crowbars
■ Flashtube triggers
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